'-_;ESGI:I I-Ieml Blllet Blocks ! g
»4.,750” BORE: Big bore with short 3.750" stroke means higher RPM & more HP! sy .
= 10.400" DECK HEIGHT: designed for a 1.400" C.H. piston & 7.070" long connecting rods E

+ 70mm BABBIT CAM BEARINGS: Billet steel camshaft with 9 bearings to eliminate camshaft flex -
= BILLET 7075 4 BOLT MAIN CAPS WITH SPLAYED OUTER BOLTS: providing proven strength & reliability!

« REMOVABLE PAN RAILS: for ease of repair in case of block damage

+ 426 HEMI & BBC BELLHOUSING BOLT PATTERNS: giving you the option to use your existing bellhousing

5300 Hemi VMlagnesium Blower IVlanifolds
« (NC PORTED: Machined with PSI Screw Blower top opening & front burst panel opening

ALL FLOW TESTS DONE & 287 ON 4,750° BORE, WITH 24007 1D EXHAUST PIPE

TIRED OF RUNNING THE SAME OLD ENGINE AS YOUR COMPETITORS?

ARE YOU READY TO STEP UP TO AJPE?

PHONE (805) 922-1202
FAX (805) 349-7129

1097 FOXEN CANYON RD.
SANTA VIARIA, CA 934549

www.alanjohnsonperformance.com



